
  

Deen 

The boatshaped standing high table is available in 

two versions:

solid wood table top: 

with rounded soft edge, oiled, with grain running 

lengthwise

Table top and edge 

versions

MDF table top:

with rounded advanced edge. Surfaces: fine textured 

paint, HPL or Fenix .

Thickness of table top: 28 mm

DEEN. STANDING HIGH TABLE

DESIGN: EOOS.

– solid wood, oiledBase 

– available in two heights

- White pigmented Oak, oiled .10wo .10wo 

- Flamed Oak, oiled .13wo 

- Fumed Oak, oiled .14wo 

- American Walnut with Sapwood inclusions, oiled 

.99wo

Synthethic or felt glides, both height adjustable till 

10 mm. 

– USB-Power-Port, connectors Netbox Point  

(MS1264-01/MS1265-01) and Netbox Line 

(MS1235-01) . Other versions upon request.

– The cable management set is available for a 

surcharge. It consists of: preparation of the table 

top and the frame for the USB-Power-Port, access 

flaps between the frame and a vertical cable duct 

(vertical cable duct suitable for two cables only). 

– vertical cable duct. 

surface: steel, black matt

Glides

Plug management

Accessories

- White pigmented Oak, oiled .10wo .10wo 

- Flamed Oak, oiled .13wo 

- Fumed Oak, oiled .14wo 

- American Walnut with Sapwood inclusions, oiled 

.99wo



  

 Deen

5100-A/-W 5101-A/-W 5102-A/-W

W 160 D 85 H 107

W 63 D 33½ H 42¼

W 230 D 86 H 107

W 90½ D 33¾ H 42¼

W 278 D 87 H 107

W 109½ D 34 H 42¼

5110-A/-W

table low

W 160 D 85 H 97

W 63 D 33½ H 38¼

5111-A/-W

table low

W 230 D 86 H 97

W 90½ D 33¾ H 38¼

51112-A/-W

table low

W 278 D 87 H 97

W 109½ D 34 H 38¼

in cm

in inches

in cm

in inches


